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TRIPOD GAUGE Operation Manual

company brief introduction

Rengiu dongfeng measuring means co.,ltd is a professional, high quality and precision

forging manufacturer, integrated operations of research and development, manufacture and sale,

a professional manufacturer for special non-standard measure tools. The main products are for

special industrial, like machine tool,oil, railway,etc.

The company has advanced imported

processing equipment and test means to make sure each of tools will meet the standard of national

inspections

ructure and specification

Beaking bolts

N\ seats time

ntroduction

Parameters
" | |modeuspecifications|  Accuracy(mm) | messuring —
80 — 130 0.02, 005 | § 80130
130 - 230 0.02 , 0.05 $ 130 - 230
230 - 350 0.02, 005 | § 20350
350 — 480 0.02, 0.05 wmaso - 480
| 480 - 750 0.02, 0.05 | ¢ 480 - 750

The tripod gauge has five sizes: 80-130mm, 130-230mm, 230~-350mm. 350-480mm. 480-750mm. It
is used by maths border, corner function and cursor theory to measure the round nullisomic part,

aiguilles for well, oil pipe to read the scale easily.

This introduction is for the above measurement range with reading 0.02mm or 0.05mm.

n instruction

Before using, loose the screw and then
undraw the frame smoothly. clear the measure
side and guide side by cotton fabric.

Check the zero point: push the frame forward

slowly to make the outside claw two side edges

match well. The Zero point matches the end scale .

During measuring, push or pull slowly and smoothly

Measurement funotion schemes

to make the tool touch the subject well, not too tight (better 4-6N).When read the scale,

the eyesight should be straight avoid inaccuracy.

Reading methord: when measures the outside diameter. adjust the tool against the object,

put the object into the 3 measure planes to make sure the object touch well with the tool measure

side so that the scale will be read.
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